
NEW BATTERY DESIGN 

THERMOSTAT ACCURACY 

24 HOUR TIMER 

SNAP LOCK CASTORS 

New Battery Design, with larger 
radiant surface,  which allows a faster 
air flow emission and increases the 
chimney effect. 

Accurate thermostat automatically 
maintains the set temperature 
within ±0.2ºC , providing continuous 
comfort with no temperature 
fluctuations. 

24 hour timer allows you to 
program daily working time in 
15 minute increments and 
save energy. 

Ready to use thanks to 
the pre-assembled  
snap-lock castors. 

SAFETY FEATURES: 
 Low Surface Temperatures: cooler to touch 
 Safety Tilt Switch: turns off if unit tips over 
 Safety thermostat: turns off if overheating 
 Anti frost function: activates below 5ºC 
 Cool Touch Handle: Safe to move 
 Snap Lock Castors: No assembly required 
 Cord storage 

TECHNICAL 
SPECIFICATIONS 

TRD41500MT 

  Dimensions (H x W x D) mm 650 x 410 x 270 

  Voltage/Frequency V/Hz 220/240~50 

  Weight Kg 11.15 

  Number of fins 7 

  Warranty   Years 7 

TRD41500MT 
1500W Dragon Oil Column Heater with Timer 

 


