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With less moving parts and 
vibration than a conventional LG 
compressor, the Inverter Linear 

Compressor is quiet and durable.

Inverter Linear Compressor

By moving the ice maker into 
the door, there is more 

usable shelf space.

Slim In-Door Icemaker

Store items for easy access.

Smart Organisation

Minimise refrigerator odours 
with this unique air

deodirsation system.

Pure-N-Fresh

http://www.lg.com/au


GF-L706PL

ICE & WATER

Type French Door Water Dispenser 

Finish Stainless Internal Water Filter 

Insta View® - Slim In-Door Icemaker 

Door-In-Door® - Icemaker Options Cubed / Crushed

Fold-Away Tray -

External Electronic Control 

Hidden Hinges  Smart Diagnosis™


LG ThinQ®1


Connectivity

Total 706L Wi-Fi 

Refrigerator 391L TagON (NFC) -

Freezer 302L

Ice Maker 13L

Height 1793mm

Width 915mm

Pure-N-Fresh  Depth

Interior Lamp  (LED) Without Door 619mm

Flat Metal Duct - Without Handle 744mm

Surround Cooling™
 With Door & Handle 744mm

Door Cooling™
 Packaging (W x D x H) 964mm x 808mm x 1895mm

Multi-Air Flow™
 Weight (Unit) 130kg

Shelving Weight (Packaging) 157kg

Fixed 3

Adjustable 2

Door Baskets Energy Consumption 630kWh/year

Fixed 7 Energy Rating 2½  Star

Adjustable 1 EAN 8806098646890

Drawers

Crisper  (2)

Refrigerator 2 Years

FREEZER FEATURES Inverter Linear Compressor 10 Year Parts Warranty*

Interior Lamp  (LED)

Drawers 6

Door Baskets 6

Refrigerant Type R600A

Inverter Linear Compressor 

Door Open Alarm 
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COMPLIANCE

WARRANTY

TECHNICAL

DISCLAIMERS

REFRIGERATOR FEATURES

More Usable Space With Slim In-Door Icemaker

DESIGN

SMART FEATURES

CAPACITY (GROSS)

DIMENSIONS

* 2 Years parts and labour + 3 years on sealed refrigeration system 
(compressor, evaporator, dryer and tubing) parts only + 5 years on 
compressor (part only)

1Compatible smartphone required, Android 4.1.2 (JellyBean) or later 
or iOS 9 or later required for LG ThinQ™ application.

All product specifications are correct at time of printing. 
Specifications may change without prior notice. Customers are 


